
A WORLD OF COMFORT

The EasyStart Touch features a state-of-the-art 5-inch TFT display in an elegant 16:9 format. With a refresh 
rate of 60Hz, it offers smooth, flicker-free operation and sharp display of all information. The maximum 
brightness of 800 nits guarantees optimal readability – even in sunlight and bright rooms. The high-quality 
glass display in robust construction is durable and resistant to everyday wear and tear.

The EasyStart Touch offers you maximum flexibility and user-friendliness: Manage up to 2 Breezonic air 
conditioning units separately or as an intelligent group – centrally from one panel.  Installation is extremely 
simple – the innovative Quick-Click mounting system enables tool-free, secure wall installation.

INTELLIGENT OPERATION FOR BREEZONIC AIR CONDITIONING UNITS

EASYSTART TOUCH



INTELLIGENT OPERATION FOR BREEZONIC AIR CONDITIONING UNITS / EASYSTART TOUCH

PRODUCT BENEFITS:

•	 Simultaneous control of multiple units – 2 Breezonic air 
conditioning units can be operated separately or as a 
group

•	 Quick-Click mounting system for tool-free and secure wall 
installation for wall thicknesses of 5 to 12 mm

•	 Flexible operating concepts with parallel support 
for remote control, app, Breezonic control panel and 
EasyStart Touch possible

•	 Integrated fault diagnostics with visual error code 
display and meaningful error descriptions for quick fault 
resolution

•	 High-quality and robust glass display
•	 5-inch Full HD display with 800x480 pixel resolution and 

60Hz refresh rate for sharp, smooth display
•	 800 nits for maximum brightness

SEGMENTS:

OTHER FEATURES:

•	 Wide operating temperature range from -20°C to 
+70°C

•	 Multilingual interface pre-installed (German & 
English)

•	 IP65 protection class (front) for splash water 
protection and robust outdoor mounting

•	 Integrated real-time clock with independent 
battery (CR2032) for time-synchronous functions

•	 Comprehensive certifications (CE, ECE, FCC, 
UKCA) for international use

EASYSTART TOUCH

Dimensions (l x w x h) mm 149 x 105,8 x 34,1

Power Input 6-28 V DC (nominal 12VDC)

Operating Temperature °C -20 to +70

TFT-LCD Display Resolution 800 x 480 pixel

Refresh Rate Hz 60

Brightness (max.) 800 Nits

Multi-color RGB666 (Red-Green-Blue 666) 262,144 colors

Real-Time Clock (RTC) Integrated and supported by CR2032 battery (internal)

Communication Interfaces CI-Bus (LIN), RV-C (CAN), One Wire

Certifications CE, ECE, UKCA, FCC

IP Protection Class IP65 (front) / IP40 (back)

Languages German and English (more planned)

Part Number EasyStart Touch 29 0248 27 0017 

Part Number EasyStart Touch incl. Cable 29 0248 27 0020

TECHNICAL DATA:

EBERSPÄCHER CLIMATE CONTROL SYSTEMS INTERNATIONAL GMBH

Eberspächerstraße 24 | 73730 Esslingen | GERMANY | Phone: +49 711 939-00 | Fax: +49 711 939-0634 | info@eberspaecher.com | www.eberspaecher-motorhomes.com
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